
Manual Decontamination Station

The Manual Decontamination Station is a custom built sink for use in medical applications.
To minimise the risk of infection or cross contamination and in compliance with infection
prevention recommendations the MDS has built in up stands  that  stop fl uid or objects from
falling down or lodging between the MDS and the surrounding walls, simplifying the cleanup of 
the cleaning area.   
 

Manual Decontamination Stations made to your specifi cation.

Electrically height adjustable cleaning station 
for pre cleaning medical instruments



Neocare UK Ltd
The Lodge, Katswell Grange, Wellmeadow Lane, Joyford, Gloucestershire, GL16 7AR

Tel: 01594 832044   Email: info@neocare.org.uk

www.neocare.org.uk 

The Manual Decontamination Station 
(MDS) from neocare is custom built from 
stainless steel to suit your exact 
requirements.
You can specify all dimensions to make 
the MDS fi t both the space available and 
the use you have for it.
 
You tell us:
• Overall length
• How many bowls, 
 depth, width and height
• How many drainers, depth and height
• Choice of rear and side up stands / 
 splash panels that move up and down   
 with the MDS

Polypropylene bowl inserts to minimise the 
risk of damage to sensitive instruments

Need a shelf? No problem!
 
The MDS is a height adjustable sink used 
for manual cleaning in Sterile services, 
Endoscopy, the Mortuary or laboratory 
in fact any location where staff have to 
spend time at the sink manually cleaning.
 

Manual Decontamination Station

Need other items fabricated from Stainless steel? Contact us with your requirements for a quote. 
All fabrication is performed by skilled tradesman in the UK.


